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	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Generic Installer

	Release Version
	8.65

	Release Date
	Mar 10, 2015

	Version of other components
	OS (32bit & 64bit)

PC/SC Client Driver Version for SCR3xxx

Win XP/ Vista/ Win7/ Win8/ Win8.1

4.65




Feature Additions & Change Log:

· Scr3xx Signed driver’s version 4.65.00.00 is packaged. Kindly refer to the driver release notes for details on the bug fixes (https://identivegroup.atlassian.net/wiki/display/RTDR/Windows)

Bug Fixes:

· In installer’s versions since Version 8.56 to 8.64, command line silent mode installation was not working. This issue is fixed in this version
Note:

Starting from Windows 7, the driver file SCR3XXxx.sys from the C:\Windows\programFiles will not be removed after uninstallation. But the oem*.inf will be removed from C:\Windows\inf. This is due to the behavior of the DPinst

Clarification from Microsoft: Starting with Windows 7, the /d switch is ignored by the operating system. Files that were copied to a system when a driver package was installed can no longer be deleted by using DPInst. Such files should be managed by the operating system and not the installer. The operating system copies the files to their location and decides when the files should be removed.

Reference: http://msdn.microsoft.com/en-us/library/windows/hardware/ff544775(v=vs.85).aspx 

Known Limitations:

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

History of Previous Releases:

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Generic Installer

	Release Version
	8.64

	Release Date
	Feb 25, 2015

	Version of other components
	OS (32bit & 64bit)

PC/SC Client Driver Version for SCR3xxx

Win XP/ Vista/ Win7/ Win8/ Win8.1

4.65




Feature Additions & Change Log:

· Scr3xx Signed driver’s version 4.65.00.00 is packaged. Kindly refer to the driver release notes for details on the bug fixes (https://identivegroup.atlassian.net/wiki/display/RTDR/Windows)

· The installer sets " HKLM \ SYSTEM \ CurrentControlSet \ services\ SCM \ClassSelection" value to 0x08 so that driver sends ccid power command first at 3 V and then followed by 5 V. This work around is done to fix TTP 5413 
Bug Fixes:

· None.

Note:

Starting from Windows 7, the driver file SCR3XXxx.sys from the C:\Windows\programFiles will not be removed after uninstallation. But the oem*.inf will be removed from C:\Windows\inf. This is due to the behavior of the DPinst

Clarification from Microsoft: Starting with Windows 7, the /d switch is ignored by the operating system. Files that were copied to a system when a driver package was installed can no longer be deleted by using DPInst. Such files should be managed by the operating system and not the installer. The operating system copies the files to their location and decides when the files should be removed.

Reference: http://msdn.microsoft.com/en-us/library/windows/hardware/ff544775(v=vs.85).aspx 

Known Limitations:

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Generic Installer

	Release Version
	8.63

	Release Date
	Feb 25, 2015

	Version of other components
	OS (32bit & 64bit)

PC/SC Client Driver Version for SCR3xxx

Win XP/ Vista/ Win7/ Win8/ Win8.1

4.65



Version 8.61 and 8.62 are released with unsigned-drivers for specific bug checks. Hence no release notes history is maintained.

Feature Additions & Change Log:

· “ReadMe.txt”, “EULA - Identive License agreement”, installation directory and support-website are updated to reflect company name as “Identiv” 
· Scr3xx Signed driver’s version 4.65.00.00 is packaged. Kindly refer to the driver release notes for details on the bug fixes (https://identivegroup.atlassian.net/wiki/display/RTDR/Windows)

Bug Fixes:

· None.

Note:

Starting from Windows 7, the driver file SCR3XXxx.sys from the C:\Windows\programFiles will not be removed after uninstallation. But the oem*.inf will be removed from C:\Windows\inf. This is due to the behavior of the DPinst

Clarification from Microsoft: Starting with Windows 7, the /d switch is ignored by the operating system. Files that were copied to a system when a driver package was installed can no longer be deleted by using DPInst. Such files should be managed by the operating system and not the installer. The operating system copies the files to their location and decides when the files should be removed.

Reference: http://msdn.microsoft.com/en-us/library/windows/hardware/ff544775(v=vs.85).aspx 

Known Limitations:

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.60

	Release Date
	June 19, 2014

	Version of other components
	OS (32bit & 64bit)

PC/SC Client Driver Version for SCR3xxx

Win XP/ Vista/ Win7/ Win8/ Win8.1

4.64




Bug Fixes:

· This contains the driver package with updated CAT file and enabled for all languages/regions through Windows auto-update.
Note:

Starting from Windows 7, the driver file SCR3XXxx.sys from the C:\Windows\programFiles will not be removed after uninstallation. But the oem*.inf will be removed from C:\Windows\inf. This is due to the behavior of the DPinst

Clarification from Microsoft: Starting with Windows 7, the /d switch is ignored by the operating system. Files that were copied to a system when a driver package was installed can no longer be deleted by using DPInst. Such files should be managed by the operating system and not the installer. The operating system copies the files to their location and decides when the files should be removed.
Reference: http://msdn.microsoft.com/en-us/library/windows/hardware/ff544775(v=vs.85).aspx 

Known Limitations:

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.59

	Release Date
	May 21, 2014

	Version of other components
	OS (32bit & 64bit)

PC/SC Client Driver Version for SCR3xxx
Win XP/ Vista/ Win7/ Win8/ Win8.1

4.64




Bug Fixes:

· None.
Known Limitations:

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.58

	Release Date
	May 02, 2014

	Version of other components
	OS (32bit & 64bit)

PC/SC Client Driver Version for SCR3xxx

Win XP/ Vista/ Win7/ Win8/ Win8.1

4.64




Bug Fixes:

· #5245 – Upgrade / Uninstallation issue in Japanese OS. This has been fixed in this version.

Known Limitations:

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.57

	Release Date
	Oct 30, 2013

	Version of other components
	OS (32bit & 64bit)

PC/SC Client Driver Version for SCR 331

Win XP/ Vista/ Win7/ Win8/ Win8.1

4.64




Bug Fixes:

· Nil

Known Limitations:

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.56

	Release Date
	Jul 1, 2013

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

32-Bit Win XP / Vista / Win7 / Win8

4.64

64-Bit Win XP / Vista / Win7 / Win8

4.64




Bug Fixes:

· 5196 – Shortcuts behavior not proper. This issue is no more applicable as the installer is a driver only installer.

· 5197 – DFU drivers getting installed - This issue is no more applicable as the installer is a driver only installer.

· 5198 – Co-existence test issue - This issue is no more applicable as the installer is a driver only installer.

· 5199 – Repair option issue – Repair option is now removed from the driver only installer.

· 5200 – Custom installation issue - This issue is no more applicable as the installer is a driver only installer.

· 5245 – Upgrade issues in Japanese OS. This issue has been fixed.

· TTP 1578 – Upgrade issues. This is fixed in this version of the installer.

Known Limitations:

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

History of Previous Releases:
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.55

	Release Date
	Apr 26, 2013

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.63

NA

64-Bit Win XP / Vista / Win7

4.63

NA

FileHold: 2135


Bug Fix:

· TTP 1578 – Upgrade issues. This is fixed in this version of the installer.

Known Limitations:

· This version of the installer is compatible with Ver 8.52 and up only.

· Only English language is supported in this version, 

· During custom/modify installation if we select/deselect any feature then the corresponding tools

will be installed/removed but the shortcut to those tools will not be created or left out. 

These shortcuts will be removed during complete uninstall.(TTP #5200)

· After deletion of sys file, repair operation via control panel did not re-load the driver TTP# 5199

· During Co-existence test, TestCT32 tool is removed from Start Menu TTP# 5198

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.54

	Release Date
	Apr 18, 2013

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.63

NA

64-Bit Win XP / Vista / Win7

4.63

NA




Bug Fix:

· Silent mode installation shows progress bar when drivers are getting installed. This issue has been fixed by using DPInst.exe file to install the drivers.

Known Limitations:

· During custom/modify installation if we select/deselect any feature then the corresponding tools

will be installed/removed but the shortcut to those tools will not be created or left out. 

These shortcuts will be removed during complete uninstall.(TTP #5200)

· After deletion of sys file, repair operation via control panel did not re-load the driver TTP# 5199

· During Co-existence test, TestCT32 tool is removed from Start Menu TTP# 5198

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.53

	Release Date
	Apr 12, 2013

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.58

NA

64-Bit Win XP / Vista / Win7

4.58

NA

SVN 8313


Bug Fix:

· Silent mode installation shows progress bar when drivers are getting installed. This issue has been fixed by using DPInst.exe file to install the drivers.

Known Limitations:

· During custom/modify installation if we select/deselect any feature then the corresponding tools

will be installed/removed but the shortcut to those tools will not be created or left out. 

These shortcuts will be removed during complete uninstall.(TTP #5200)

· After deletion of sys file, repair operation via control panel did not re-load the driver TTP# 5199

· During Co-existence test, TestCT32 tool is removed from Start Menu TTP# 5198

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.52

	Release Date
	Nov 28th, 2012

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.58

NA

64-Bit Win XP / Vista / Win7

4.58

NA

SVN 8313


Bug Fix:

· TTP #5239: Included the latest MCSCM DLL v4.08 in the installer

Known Limitations:

· During custom/modify installation if we select/deselect any feature then the corresponding tools

will be installed/removed but the shortcut to those tools will not be created or left out. 

These shortcuts will be removed during complete uninstall.(TTP #5200)

· After deletion of sys file, repair operation via control panel did not re-load the driver TTP# 5199

· During Co-existence test, TestCT32 tool is removed from Start Menu TTP# 5198

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

History of Previous Releases:
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.51

	Release Date
	August 17, 2012

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.58

NA

64-Bit Win XP / Vista / Win7

4.58

NA




Bug Fix:

· Running repair via control panel results in a dialog box popping up and asking for msi file, this issue has been fixed in this version of the installer (TTP #5201)

· Shortcuts behavior in start menu is not proper during repair option , “Do no create shortcuts” checkbox has been hidden in Repair or change mode  (TTP #5196)

· Updated supported OS information in Readme.txt file (TTP #5202)

· During up-gradation Shortcut to Tools are removed properly in German language [TTP #5203]

Known Limitations:

· During custom/modify installation if we select/deselect any feature then the corresponding tools

will be installed/removed but the shortcut to those tools will not be created or left out. 

These shortcuts will be removed during complete uninstall.(TTP #5200)

· After deletion of sys file, repair operation via control panel did not re-load the driver TTP# 5199

· During Co-existence test, TestCT32 tool is removed from Start Menu TTP# 5198

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.50

	Release Date
	August 14, 2012

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.58

NA

64-Bit Win XP / Vista / Win7

4.58

NA




Bug Fix:

· “Don’t create start menu shortcut” proper French translation strings has been provided in this version.
  [TTP   #5185]

· The programs menu shortcut missing for TestCT64 application , this issue is fixed in this version

of the installer by properly creating the shortcut

· Upgrading the installer V8.45 with the check-in option, the start menu shortcuts are getting removed. This issue has been this fixed in this version. [TTP #5186] 

Known Limitations:
· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.49

	Release Date
	August 7, 2012

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.58

NA

64-Bit Win XP / Vista / Win7

4.58

NA




Feature addition:

·  Added support to provide an option of selecting/ skipping creation of shortcut entries in Start Menu

 (TTP 5134). The default behavior will be creating shortcut menu.

· Command line option has also been provided to achieve the above, by means of silent installation, using the commands below:

· Setup.exe /s /v"/qn CREATESHORTCUT=1" in order to create the shortcuts.

· Setup.exe /s /v"/qn CREATESHORTCUT=0" in order to skip creating the shortcuts.

Note:

· SCR33x Driver (Version 4.58) has been updated as a Signed Driver in this Installer package.

Known Limitations:
· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.48

	Release Date
	July 17, 2012

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.57

NA

64-Bit Win XP / Vista / Win7

4.57

NA




Feature addition:

·  Added support in InstSCB.dll to remove the folder “SCM Microsystems”, during an upgrade operation. (TTP 5164)

· The Dlls not required in PCSCDiag folder, have been removed.

· The issue of SetupType Dialog unnecessarily being displayed in Drivers_Only Setup (Version 8.47) has been solved.

· The issue of an additional Dialog being displayed before the License Agreement Dialog in Drivers_Only Setup (Version 8.47) has been solved.

Known Limitations:
· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

History of Previous Releases:
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.47

	Release Date
	July 2, 2012

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.57

NA

64-Bit Win XP / Vista / Win7

4.57

NA




Feature addition:

· Added supports for 64bit signed CTAPI DLL and also include TestCT64.exe application.(TTP 5024, TTP 5049 )

· All name references of SCM Microsystems has been changed to Identive under

1) Start Menu

2) Program files folder

3) Support information dialog

4) Readme files

5) License agreement files

Known Limitations:
· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

History of Previous Releases:
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.46

	Release Date
	April 25, 2012

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.49

NA

64-Bit Win XP / Vista / Win7

4.49

NA




Feature addition:

· The driver V4.49 for  SCR3XX included in this version of the installer (TTP #5041)

Bug Fix:

· While upgrade or uninstalling the installer V8.41 in Windows 7 32/64 bit Japanese OS the installer does not uninstall properly and installer entry also does not deleted in Add or Remove programs. This issue is caused due to crashing of InstDev.DLL while processing Unicode strings present inside the INF files. This issue is worked around in the current installer by changing InstDev.DLL and Instx64.DLL (TTP #5041)

Note:

· This installer is only for NTT. This Installer v8.46 is to be used only in systems where Installer V8.41 is installed.
Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.45

	Release Date
	Sep 30, 2011

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.57

NA

64-Bit Win XP / Vista / Win7

4.57

NA




Feature addition:

· The version of the installer contains the signed drivers V4.57 (TTP #4907).

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

1. Silent mode of installation.

Setup.exe /s /v“/qn”

2. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

3. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

4. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

5. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

6. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

7. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi

History of Previous Releases:
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.44

	Release Date
	June 30, 2011

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.56

NA

64-Bit Win XP / Vista / Win7

4.56

NA




Feature addition:

· The version of the installer contains the signed drivers V4.56.

Note:

· Installer V 8.43 is an interim release and hence its version history is not part of the release notes.
Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

8. Silent mode of installation.

Setup.exe /s /v“/qn”

9. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

10. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

11. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

12. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

13. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

14. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi

History of Previous Releases:
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.42

	Release Date
	February 2, 2011

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.49

NA

64-Bit Win XP / Vista / Win7

4.49

NA




Feature addition:

· The version of the installer is packaged with CTscmmc.dll V1.12.0.1 TTP # 4729.

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

15. Silent mode of installation.

Setup.exe /s /v“/qn”

16. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

17. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

18. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

19. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

20. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

21. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.41

	Release Date
	March 25, 2010

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.49

NA

64-Bit Win XP / Vista / Win7

4.49

NA




Feature addition:

· This version of the installer contains the driver V4.49. (Refer TTP#4400)

· The latest version of Scard.dll (V3.2.0.0) is also included in this version of the installer.

Note:


The shortcuts of the installer components are modified as follows. (This is to avoid co-
existence issues with other SCM installers)


StartMenu->SCM Microsystems->Tools->InstallTest


StartMenu->SCM Microsystems->Tools->PCSCDiag


StartMenu->SCM Microsystems->Tools->TestCT32


StartMenu->SCM Microsystems->Tools->TestResMan
Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

22. Silent mode of installation.

Setup.exe /s /v“/qn”

23. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

24. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

25. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

26. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

27. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

28. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.40

	Release Date
	November 4, 2009

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.48

NA

64-Bit Win XP / Vista / Win7

4.48

NA




Feature addition:

· This version of the installer contains the driver V4.48. (Refer TTP#4246)

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

29. Silent mode of installation.

Setup.exe /s /v“/qn”

30. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

31. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

32. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

33. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

34. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

35. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi

	Project ID/Product Name & Description
	SCR3340-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.39

	Release Date
	October 6, 2009

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista / Win7

4.46

NA

64-Bit Win XP / Vista / Win7

4.46

NA




Feature addition:

· This version of the installer (Drivers only setup) contains the driver V4.46 (Refer TTP #4181). 

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

36. Silent mode of installation.

Setup.exe /s /v“/qn”

37. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

38. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

39. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

40. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

41. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

42. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.38

	Release Date
	August 21, 2009

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.45

NA

64-Bit Win XP / Vista

4.45

NA




Feature addition:

· Support for Galician (Gallego) language has been added in this version of the installer. (Refer TTP# 4109).

Note:

The shortcut names, EULA and Readme file for this language will be in English.

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

43. Silent mode of installation.

Setup.exe /s /v“/qn”

44. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

45. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

46. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

47. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

48. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

49. Command line to launch the installer with the language ID

Setup.exe /l(langID)

For example to launch in English

> Setup.exe /l1033

The language IDs are 

1033 – English

1031 – German

1034 – Spanish

1036 – French

1027 – Catalan

1069 – Basque

1110 – Galician

Command line parameters for un-installation.

50. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

51. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

52. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.37

	Release Date
	July 8, 2009

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.45

NA

64-Bit Win XP / Vista

4.45

NA




Feature addition:

· Support for Basque and Catalan languages are included in this version of the installer. From this version, Spanish flavor of the installer will also display a language selection window as requested. (Refer TTP# 4109).

Note:

The shortcut names, EULA and Readme file for these new languages will be in English.

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· The Custom installation and Modify screen will always display English strings regardless of the installer language.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

53. Silent mode of installation.

Setup.exe /s /v“/qn”

54. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

55. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

56. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

57. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

58. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

59. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

60. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

61. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.36

	Release Date
	June 29, 2009

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.45

NA

64-Bit Win XP / Vista

4.45

NA




Bug Fixes:

· The “Compatibility” tag has been added in the manifest of the InstallTest application, to prevent the popping up of the PCA (Program Compatibility Assistant) while closing the utility. TTP #4092.

· The telephone number field has been removed from the installer. TTP #4087.

· The code has been modified in the Installation dll, so that the driver installation is done independent of the driver version already present in the system. TTP #10665

· The co-existence problem of SCR3XXX Installer with SPR532 Installer has been resolved by resetting the “DeleteINF” flag in the Installation dll. This avoids removing the functional drivers of other installers during un-installation. Refer TTP #10646

Note:

The latest DFU driver V2.02 has been included in this version of the installer.

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP/Vista platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

62. Silent mode of installation.

Setup.exe /s /v“/qn”

63. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

64. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

65. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

66. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

67. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

68. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

69. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

70. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.35

	Release Date
	June 10, 2009

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.45

NA

64-Bit Win XP / Vista

4.45

NA




Feature Addition:

· This version of the installer contains the driver package V4.45 for Windows 7. (Refer TTP#4044 and TTP#4076)

Known Limitations:

· During the uninstall operation, the installer will remove other SCM installer drivers that are installed in the same system. TTP #10646.

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP/Vista platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

71. Silent mode of installation.

Setup.exe /s /v“/qn”

72. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

73. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

74. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

75. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

76. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

77. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

78. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

79. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.34

	Release Date
	January 21, 2009

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.44

NA

64-Bit Win XP / Vista

4.44

NA




Feature Addition:

· Latest version 4.44 of the WinXP / Vista driver has been packaged as requested. 

(Please refer to TTP #3332 for more details)


· InstallTest.exe V2.09 has been packaged with this installer.

Bug Fixes:

· None

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP/Vista platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

80. Silent mode of installation.

Setup.exe /s /v“/qn”

81. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

82. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

83. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

84. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

85. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

86. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

87. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

88. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.33

	Release Date
	October 15, 2008

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.41.00.01

NA

64-Bit Win XP / Vista

4.41.00.01

NA




Feature Addition:

· InstallTest.exe V2.07 has been packaged with this installer.

Bug Fixes:

· The crash observed during install and uninstall in Taiwanese Vista x64 has been fixed in this release. The crash had been occurring due to the upper case conversion of the copyright string in the driver INF file. This has been removed since it is not needed. Kindly refer TTP #3292 for further details on the issue.

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP/Vista platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

89. Silent mode of installation.

Setup.exe /s /v“/qn”

90. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

91. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

92. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

93. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

94. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

95. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

96. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

97. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi

History of Previous Releases:
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.31

	Release Date
	July 15, 2008

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.41.00.01

NA

64-Bit Win XP / Vista

4.41.00.01

NA




Feature Addition:

· InstallTest.exe V2.05 with support for Japanese language is included in this version.

Bug Fixes:

· The problem of improper driver upgrade has now been resolved by changing the GUID of the components in the new installer so that the service key entries are now deleted properly by the new installer during the upgrade operation. Refer TTP #3227.

· The feature to display the version of the MCSCM.dll is addressed in this version of the installer.

Refer TTP #3250.

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP/Vista platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

98. Silent mode of installation.

Setup.exe /s /v“/qn”

99. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

100. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

101. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

102. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

103. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

104. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

105. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

106. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi
	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.30

	Release Date
	February 01, 2008

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.41.00.01

NA

64-Bit Win XP / Vista

4.41.00.01

NA




Note:

· The latest driver version for Win 2K / XP / Vista (4.41) is included with this version of the installer
· InstallTest.exe V2.03 and Testct32.exe V2.09 were included in this version.

Bug Fixes:

Nil

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP/Vista platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

107. Silent mode of installation.

Setup.exe /s /v“/qn”

108. Installation with no dialogs.

Setup.exe /v”LIMITUI=1”

109. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

110. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

111. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

112. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

113. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

114. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

115. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

Note that WinXP will not accept msi file path starting with “.\”.

For example to install V830.msi in the current folder, call msiexec.exe /iV830.msi instead of msiexec.exe /i.\V830.msi

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.29

	Release Date
	November 23, 2007

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.40.00.01

NA

64-Bit Win XP / Vista

4.40.00.01

NA




Note:

· The latest version of MCSCM.dll (V1.18) is included with this version of the installer
Bug Fixes:

· The problem of co-existence with SCR24x installer is now resolved by adding the necessary entries in the Inst.INI of the installer. Refer TTP #10521.(Dev & TQ), TTP #3142 (FAE)
· The string “successfully” has been corrected in the Installtest utility. Refer TTP#10475.
· The time marker (AM/PM/Uhr) has been removed from logging in the Installtest log under all languages. Hence only the time (24hr format) will be logged. Refer TTP #10498.
· The error message popped when upgrading the installer in WinME/9x has been removed in the version. This was because a custom action that imported a .REG file was executed before the .REG file was created. Now the sequence in the installer has been modified so that the registry import operation is carried out only after that registry file is created.
Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP/Vista platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

Command line parameters for installation.

116. Silent mode of installation.

Setup.exe /s /v“/qn”

117. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

118. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

119. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

120. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

121. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

122. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

123. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

124. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.28

	Release Date
	October 22, 2007

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.40.00.01

NA

64-Bit Win XP / Vista

4.40.00.01

NA




Feature Addition:

· This version of the installer supports one single command-line to perform upgrade, install and repair operation on the installer. The command-line to be used is given below. Refer TTP#3119
Bug Fixes:

· NIL 
Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

NOTE:

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP/Vista platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· The Start Menu entry for the tools has been changed to “SCM Microsystems Inc. Tools”

· Command line parameters for installation.

125. Silent mode of installation.

Setup.exe /s /v“/qn”

126. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

127. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

128. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

129. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

130. Single command-line to perform Install, Upgrade and Repair operation.

Setup.exe /s /v"/qn REINSTALL=ALL REBOOT=ReallySuppress”

Command line parameters for un-installation.

131. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

132. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

133. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	SCR531-CCID-M / SCR3xxx Smart Card Reader Installer

	Component type
	Installer

	Release Version
	8.27

	Release Date
	September 11, 2007

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.40.00.01

NA

64-Bit Win XP / Vista

4.40.00.01

NA




Bug Fixes:

· The Installer name has been updated properly in the Release notes and Readme.txt. Refer TTP #10420.

· The Feature description for Driver files are corrected in the custom installation screen of the installer. Refer TTP#10422

· The DFU drivers will not be copied to the Program Files folder when DRIVERSONLY=1 is provided to the full fledged installer. Refer TTP #10424.

· The shortcut name for the Install Test utility in the Start Menu has been corrected for the French as “Install Test” and for German it is left unchanged (expected). Refer TTP#10426.

· The Setup_UL utility has been modified to run the installer in the user language of the operating system under Win98 also. Refer TTP#10427.

· The “Installshield wizard Completed” string that appears in the final screen of the installer has been modified with the strings of the respective languages. Refer TTP#10430 & 10352.

· The name of the 'Installation Test Tool' under 'Tools' has been modified for French and Spanish languages to “'Installation Test Tool” and for German it is left unchanged (expected). Refer TTP10433.

· The company name and the telephone number displayed in the Support information dialog of the Control panel have been corrected for Japanese language. Refer TTP# 10435.
· In the Install test utility, the problem of displaying erroneous message has been fixed. Refer TTP #10429.

Known Limitations:

· The path of the driver and the tools will not be displayed in the custom installation dialog of the installer. Refer TTP #10125.

· The old DFU driver service key “STC2DFU” under 'HKLM/System/CurrentControlSet/Services' entry if present, will not be deleted when an upgrade is performed. Refer TTP#10421.

· Drivers only Installer supports only English language so as to restrict the installer size to 2MB.

· Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

· Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

· An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

· This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

NOTE:

· The drivers only installer (both exe and msi) are applicable only for Win2K/XP platforms and not for Win9x because the smart card base components are not included in the deliverable as to facilitate support the 2MB installer.

· The Start Menu entry for the tools has been changed to “SCM Microsystems Inc. Tools”

· Command line parameters for installation.

134. Silent mode of installation.

Setup.exe /s /v“/qn”

135. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

136. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

137. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

138. To install for “per user” in silent mode.

<system folder>\msiexec.exe /i”<path to msi file>\<msi file name>” /qn INSTALLPERUSER=1

Command line parameters for un-installation.

139. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

140. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

141. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xx USB Smart Card Installer.

	Release Version
	8.25

	Release Date
	July 4, 2007

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.40.00.01

NA

64-Bit Win XP / Vista

4.40.00.01

NA




Feature Additions:

· The latest driver version 4.40.00.01 is included in this version of the installer 
Bug Fixes:

· None. 

Known Limitations:

142. This installer does not support SCR 3320 smart card reader.

143. Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

144. Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

145. An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

146. This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

147. Setup_UL.exe fails installation in a Spanish OS(Modern sort). It passes with Spanish OS (Traditional sort). No issues are seen with normal SETUP.exe.

148. The HKLM/Software/SmartCardReaderInstallation entry is not removed after uninstallation. 

149. When custom installation is done with driver only setup.exe and if the path where drivers are to be copied is changed then the drivers and INF is not removed from the system32 directory during uninstallation.  This will not occur with the normal SETUP.exe. No issues is seen when the path is not changed. 

150. During uninstallation of the installer, the oem.pnf files are not removed.

151. With the driver only setup, a link for the support information is available. When the readme.txt is launched through support information window, nothing will happen. 

152. On installing Ver8.23. the dfu driver is copied in system32\drivers folder. Now if  an upgrade is done from Ver8.23 to Ver8.25, the dfu driver is removed. The dfu driver is replaced only when the device is connected as a dfu adapter. 

NOTE:

153. Command line parameters for installation.

1. Silent mode of installation.

Setup.exe /s /v“/qn”

2. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

3. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

4. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

154. Command line parameters for un-installation.

5. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

6. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

7. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xx USB Smart Card Installer.

	Release Version
	8.24

	Release Date
	June 7, 2007

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.39.00.03

NA

64-Bit Win XP / Vista

4.39.00.03

NA




Feature Additions:

· The latest driver version 4.39.00.03 is used in this version of the installer which installs the drivers alone. 

Bug Fixes:

· None. 

Known Limitations:

155. This installer does not support SCR 3320 smart card reader.

156. Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

157. Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

158. An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

159. This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

NOTE:

160. Command line parameters for installation.

1. Silent mode of installation.

Setup.exe /s /v“/qn”

2. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

3. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

4. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

161. Command line parameters for un-installation.

5. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

6. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

7. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xx USB Smart Card Installer.

	Release Version
	8.23

	Release Date
	May 18, 2007

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.39.00.01

NA

64-Bit Win XP / Vista

4.39.00.01

NA




Feature Additions:

· The USB DFU drivers are also installed in the Vista and 64-Bit OSes.

· French and Spanish language support is added in this version of the installer. Refer TTP issues # 2812 and # 2813.

162. 64-Bit MBCS flavor of MCSCM.dll file is copied to the <Windows>\system32 folder in the 64-Bit OS.

163. When the installer is launched with the options /v”DRIVERSONLY=1”, then the USB DFU driver and the SCR 3xx driver alone will be installed by the installer. Refer TTP#2988, 2995

164. In the previous version, it was required to explicitly select “Run As Administrator” under Vista for proper installation. This is not required now as manifest resource has been embedded in the setup executables.

165. In this installer, the Setup_UL.exe is included using which one can launch the installer with the user language of the OS (not the system language). This requires Setup_UL.exe and the installer Setup_V8.23.exe to be in the same folder. Refer TTP #2947.

Bug Fixes:

· In the previous version of the installer, files required for the 64-Bit driver installation also copied in the 32-Bit OS and the 32-Bit driver folder in the 64-Bit OS. This issue (refer TTP # 10229) is fixed in this version of the utility.

· On developer test it is found that if SCR3340 is inserted, then install test utility did not detect the device. This issue is fixed in this version of the installer.

· In the InstallTest utility, title of the main window is changed from “Installationcheck-Programm” to “Installation check Programm”. Refer TTP #10094.
· In the InstallTest utility, fix is provided to identify the installation of the driver before connecting the reader for the first time in the Vista OS. (Refer TTP issues #10212 & #10228.)
· In the previous version of the installer at the end of InstallTest, Vista OS displayed the window “Program Compatibility Assistant” with the message – “This program might not have installed correctly”. This issue (refer TTP issue #10272.) is fixed in this version by adding manifest resource.
· Fix is provided in the InstallTest utility to log the month in the log file as per the language chosen in the install test application. Refer TTP issue # 10278.
Known Limitations:

166. This installer does not support SCR 3320 smart card reader.

167. Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

168. Under Japanese, Spanish & French OS, the Custom installation and Modify screen will display English strings.

169. An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

170. This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

NOTE:

171. Command line parameters for installation.

1. Silent mode of installation.

Setup.exe /s /v“/qn”

2. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

3. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

4. To install the drivers alone by the installer.

Setup.exe /v”DRIVERSONLY=1”

172. Command line parameters for un-installation.

5. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

6. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

7. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xx USB Smart Card Installer.

	Release Version
	8.22.0001

	Release Date
	March 14, 2007

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

Win 9X / ME

4.31.00.01

2.10.00.01

32-Bit Win 2K / XP / Vista

4.35.00.01

NA

64-Bit Win XP / Vista

4.35.00.01

NA




Feature Additions:

· None.

Bug Fixes:

· In the previous version of the installer, Stc2Dfu.sys file is copied in the SysWow64\drivers folder in the 64-bit OS. This issue (TTP #10273) is fixed in this version of the installer.

· In the previous version of the installer, in the Win 9x OS, the Smart card Server registry entries were created wrongly. This issue was found while performing the developer test and it is fixed in this version of the installer.

Known Limitations:

173. In Vista OS on closing the Install Test tool, the “Program compatibility Assistant” window with the options “Reinstall using recommended settings” and “This program installed correctly” message will be prompted based on the UAC settings. User has to select the option “This program installed correctly” once and then this window will not be prompted again.

174. Other than English Language, the installer window with the “Modify”, “Repair”, “Remove” options is not refreshed properly when the user presses the Esc button and chooses “No” in the confirmation window. The window contents are displayed properly only when the window is completely covered with the other window or minimized and maximized. This occurs with third party installers also.

175. Under Japanese OS, the Custom installation and Modify screen shall display English strings.

176. An upgrade operation on installer version 8.20.0001 will not remove the readme.txt on uninstallation.

177. This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

178. “Run As Administrator” option should be used under Vista OS for proper installation and uninstallation.

179. The memory card DLL (MCSCM.dll) will work only with 32bit Applications.

180. Install Test tool can work properly only after the device is connected atleast once in Vista OS. If the device is not connected, then the tool displays an error that the drivers are not installed correctly. This issue is seen because in Windows Vista OS, the driver files are copied to the system folder only after the device is plugged in.

NOTE:

181. Command line parameters for installation.

1. Silent mode of installation.

Setup.exe /s /v“/qn”

2. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

3. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

182. Command line parameters for un-installation.

4. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

5. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

6. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xx USB Smart Card Installer.

	Release Version
	8.20.0001

	Release Date
	February 16, 2007

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

WIN2K/XP

4.35.00.01

NA

Win 9X/ME

4.31.00.01

2.10.00.01

64-Bit Win 2K/XP

4.35.00.01

NA




Feature Additions:

· Japanese License agreement is added in this version of installer

· German Readme is added in this version of installer.

Bug Fixes:

· None.

Known Limitations:

183. Under Japanese OS, the Custom installation and Modify screen shall display English strings.

184. This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

185. “Run As Administrator” option should be used under Vista OS for proper installation and uninstallation.

186. The memory card dll (MCSCM.dll) will work only with 32bit Applications.

187. Install Test tool can work properly only after the device is connected atleast once in Vista OS. If the device is not connected, then the tool displays an error that the drivers are not installed correctly. This issue is seen because in Windows Vista OS, the driver files are copied to the system folder only after the device is plugged in.

NOTE:

188. Command line parameters for installation.

7. Silent mode of installation.

Setup.exe /s /v“/qn”

8. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

9. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

189. Command line parameters for un-installation.

10. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

11. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

12. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xx USB Smart Card Reader

	Release Version
	8.19.0001

	Release Date
	December 28, 2006

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

WIN2K/XP

4.35.00.01

NA

Win 9X/ME

4.31.00.01

2.10.00.01

64-Bit Win 2K/XP

4.35.00.01

NA




Feature Additions:

· Includes support for Japanese Language.
· The installer package contains a single Setup.exe file.
Bug Fixes:

· None.

Known Limitations:

190. Under Japanese OS, the Custom installation and Modify screen shall display English strings.

191. This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

192. “Run As Administrator” option should be used under Vista OS for proper installation and uninstallation.

193. The memory card dll (MCSCM.dll) will work only with 32bit Applications.

194. Install Test tool can work properly only after the device is connected atleast once in Vista OS. If the device is not connected, then the tool displays an error that the drivers are not installed correctly. This issue is seen because in Windows Vista OS, the driver files are copied to the system folder only after the device is plugged in.

NOTE:

195. Command line parameters for installation.

13. Silent mode of installation.

Setup.exe /s /v“/qn”

14. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

15. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

196. Command line parameters for un-installation.

16. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

17. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

18. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xx USB Smart Card Reader

	Release Version
	8.18.0001

	Release Date
	December 18, 2006

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

WIN2K/XP

4.35.00.01

NA

Win 9X/ME

4.31.00.01

2.10.00.01

64-Bit Win 2K/XP

4.35.00.01

NA




Feature Additions:

· None.
Bug Fixes:

· Under WIN ME OS, the previous version of the installer created a wrong registry entry because of this, after a restart, a blue screen crash was observed. This issue is fixed in this version of the installer. Refer TTP#10219

· In this version of the installer, Install Test Application name is displayed properly in its ‘About Box'. Refer TTP#10218

Known Limitations:

197. This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

198. “Run As Administrator” option should be used under Vista OS for proper installation and uninstallation.

199. The memory card dll (MCSCM.dll) will work only with 32bit Applications.

200. Install Test tool can work properly only after the device is connected atleast once in Vista OS. If the device is not connected, then the tool displays an error that the drivers are not installed correctly. This issue is seen because in Windows Vista OS, the driver files are copied to the system folder only after the device is plugged in.

NOTE:

201. Command line parameters for installation.

19. Silent mode of installation.

Setup.exe /s /v“/qn”

20. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

21. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

202. Command line parameters for un-installation.

22. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

23. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

24. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xx USB Smart Card Reader

	Release Version
	8.17.0001

	Release Date
	December 6, 2006

	Version of other components
	OS

PC/SC Client Driver Version for SCR 331

Server Driver Version

WIN2K/XP

4.35.00.01

NA

Win 9X/ME

4.31.00.01

2.10.00.01

64-Bit Win 2K/XP

4.35.00.01

NA




Feature Additions:

· This version includes support for Vista OS. 

Bug Fixes:

· This version fixes the differences with feature description of CTAPI tool in English and German versions. Refer TTP#10126.

Known Limitations:

203. This version of the installer supports only x64 Windows OS. It does not support Itanium processor systems.

204. “Run As Administrator” option should be used under Vista OS for proper installation and uninstallation.

NOTE:

205. The installer supports English and German languages only.

206. Command line parameters for installation.

25. Silent mode of installation.

Setup.exe /s /v“/qn”

26. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

27. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

207. Command line parameters for un-installation.

28. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> /qn

29. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

30. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xxx Smartcard Reader

	Release Version
	8.16.0001

	Release Date
	August 22, 2006

	Version of other components
	OS

PC/SC Client Driver Version for SCR 131

PC/SC Client Driver Version for SCR 331

Server Driver Version

WIN2K/XP

NA

NA

NA

Win 9X/ME

NA

NA

NA

Win NT 4.0

NA

NA

NA

64-Bit Win 2K/XP

NA

4.31.00.01

NA




Feature Additions:

· NIL

Bug Fixes:

· Support for Intel processor (x64 and IA64) is added in this version of the installer.

Known Limitations:

208. This version of the installer supports only 64-Bit Windows OS only.

209. This installer shall prompt for a shutdown / restart after “windows installer” update. Without a restart Automatic DFU cannot be executed, the installer is set to prompt for a restart as soon as the Windows installer update is completed.

210. The Repair of the installer shall not check for the administrator privileges of the current user and the user may face problems if enough privileges are not present.

NOTE:

211. The installer supports English and German languages only.

212. Command line parameters for installation.

31. Silent mode of installation.

Setup.exe /s /v“/qn”

32. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

33. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

213. Command line parameters for un-installation.

34. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

35. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

36. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	MSIMSM-M

	Component type
	SCR3xxx Smartcard Reader

	Release Version
	8.15.0001

	Release Date
	May 12, 2006

	Version of other components
	OS

PC/SC Client Driver Version for SCR 131

PC/SC Client Driver Version for SCR 331

Server Driver Version

WIN2K/XP

NA

NA

NA

Win 9X/ME

NA

NA

NA

Win NT 4.0

NA

NA

NA

64-Bit Win 2K/XP

NA

4.31.00.01

NA




Feature Additions:

· The 64-bit DFU and functional signed drivers are included in this version of the installer.

· This installer will identify the processor of the system in which it is running (whether AMD or Itanium) and install the corresponding driver files in the system.

Bug Fixes:

· None.

Known Limitations:

214. This version of the installer supports only 64-Bit Windows OS only.

215. This installer shall prompt for a shutdown / restart after “windows installer” update. Without a restart Automatic DFU cannot be executed, the installer is set to prompt for a restart as soon as the Windows installer update is completed.

216. The Repair of the installer shall not check for the administrator privileges of the current user and the user may face problems if enough privileges are not present.

NOTE:

217. The installer supports English and German languages only.

218. Command line parameters for installation.

37. Enable/disable the Installation of Smart Card Base Components. 

Setup.exe   /v“SCBASE= X”.  (X=1 to enable, X=any other value to disable)

38. Silent mode of installation.

Setup.exe /s /v“/qn”

39. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

40. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

219. Command line parameters for un-installation.

41. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

42. Un-installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

43. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0
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